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1. Description
[bookmark: _GoBack]The work covered by this special provision includes but is not limited to salvaging existing topsoil and the placement of topsoil in areas disturbed during construction.  The Contractor shall place the topsoil for the establishment of seed and planted vegetation. Unless otherwise stated in this special provision, all work shall be in accordance with the City of Charlotte Landscape Construction Standards (CLCS) Section 02100 SOIL and Section 04200 SEEDING AND SODDING OF TURFGRASS. 
Materials 
1. Salvaged Topsoil:
Salvaged topsoil shall be existing topsoil taken from the project site where excavation or filling is required.  Salvaging topsoil shall consist of stripping and stockpiling existing topsoil and shall include removal of any unsuitable material including clay lumps, brush litter, roots, stones one (1) inch and larger, and other foreign materials.
Topsoil: 
Existing topsoil salvaged from the project shall be utilized, if possible. Topsoil (including Salvaged Topsoil) shall meet the criteria for Topsoil described in the CLCS Section 02100 Part 02.A. Soil Types. 

Soil Testing:
Any soils not on the City of Charlotte Landscape Management’s  pre-approved list shall be tested by the Contractor to verify that the soil meets the criteria stated in CLCS Section 02100 Part 02.A. Soil Types: Planting Mix.

Methods 
1. Salvaging Topsoil:
1. When soil or weather conditions are unsuitable, the Contractor shall cease topsoil operations until directed by the City to resume.
a) Topsoil and subsoil shall be removed from all areas to be graded as directed by the City.  Prior to removing topsoil and subsoil, the Contractor shall remove all surface vegetation over the areas where topsoil is to be salvaged.  Topsoil shall be transported and stockpiled in separate storage piles and kept separate from other materials.

Stockpiling Topsoil:
1. Topsoil shall be stockpiled on well-drained land, away from storm drainage systems. Prior to placing topsoil piles, contractor shall install erosion and sediment control devices such as silt fence around the perimeter of the stockpile area and maintain the erosion and sediment control devices until the stockpile is removed. Topsoil shall be kept in neat piles, separate from other excavated material.
Topsoil piles shall NOT be seeded or mulched.

Soil Testing:
Soil tests shall meet the requirements of CLCS Section 02100 Part 03, except that “an approved lab” shall mean “a laboratory that is a participant in the Soil Science Society of America’s (SSSA) North American Proficiency Testing (NAPT) program and is listed on the SSSA website as a NAPT participant”.
Installing Topsoil:
1. Prior to installation of Topsoil, the subgrade shall be prepared in accordance with CLCS Section 04200 Part 03.A.2. Preparation of Seed Bed, except that the subgrade shall be scarified/tilled to a depth of three (3) inches.
Prior to the start of placing topsoil, all grass, weeds, brush, stumps, and other objectionable material shall be removed from the surface of stockpiles. 
Topsoil shall be placed, spread, and maintained over the areas designated to a minimum depth of three (3) inches so that the completed work shall be in conformance with the thickness, lines, grades, and elevations specified in the contract documents and/or as directed by the City.
Embankment slopes between 4H:1V and 2H:1V shall be tracked with cleated tract type equipment operated perpendicular to the slope.
Excess topsoil shall become the responsibility of the Contractor and shall be completely removed from the project site prior to final site inspection and approval of the project at no additional cost to the City.
Measurement
The quantity of Topsoil will be the actual number of square yards of topsoil measured on the ground surface, installed by the Contractor and accepted by the City. 
Submittal
The Contractor shall submit to the City for approval,
1. Documentation indicating that the proposed source of furnished topsoil meets the requirements set forth in CLCS Section 02100 prior to the placement on site.
Test results from laboratory meeting requirements of Section 3.C.a of this special provision (where testing is required by Section 2.C.a, of this special provision)
Payment
The quantity of Topsoil to be paid for will be the actual number of square yards of topsoil installed by the Contractor and accepted by the City. Such payment shall be full compensation for all work covered in this special provision, including, but not limited to, furnishing materials, soil testing, amending existing material, preparing subgrade, placing, compacting , and  mechanically working topsoil, and any incidental work. The cost for salvaging topsoil shall be incidental to Comprehensive Grading.
Payment will be made under:
TOPSOIL	SY
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