1" OR 3/4" SERVICE CONNECTION
(SHORT SIDE - IN PAVEMENT)

METER BOX IN SIDEWALK
(REQUIRES PRIOR CMU APPROVAL)

METER DETAIL (SIDE)

METER DETAIL (END)

METER BOX IN SIDEWALK DETAIL
(REQUIRES PRIOR CMU APPROVAL)
(BOX SHALL BE SUPPORTED BY CONCRETE SIDEWALK - AS SHOWN)

NOTE:
A. MIN. DISTANCE CENTER TO CENTER ON SERVICES OR TO BELLS OR SPIGOTS SHALL BE 3'-0" AS MEASURED ALONG THE MAIN.
B. CENTER ANGLE BALL VALVE - 90' CONNECTOR (5 - 8) IN METER BOX.
C. SHOWN AS 3/4" SERVICE, USE 1" COMPONENTS FOR 1" DOMESTIC SERVICE.
D. TRACER WIRE IS NOT REQUIRED WITH ALL COPPER TUBING SERVICE.
E. WHEN METER BOX MUST BE PLACED IN CONCRETE, IT SHALL BE COMPLETELY IN, AND CENTERED IN CONCRETE PANEL, PER CDOT / NCDOT REQUIREMENTS.
F. CMU MORTAR MAINTENANCE ENDS WITH 90' CONNECTOR (5).