( HIGH VISIBILITY PIANO STYLE CROSSWALK MARKINGS
(OR EQUIVALENT) SHALL BE INSTALLED ON THE
TABLE PART OF THE RAISED CROSSWALK PER

- 30’ =| CLDSM 50.14.
FACE OF CURB |
NOTES:
VEHICULAR 1. THIS DETAIL IS TO BE USED ONLY WITH
TRAVEL LANE PRIOR APPROVAL BY CDOT AND
TRAVEL LANE DIRECTION CHARLOTTE FIRE DEPARTMENT.
" CENTERLINE -
2. ADJACENT CURB RAMPS SHALL BE
A INSTALLED PER CLDSM 10.31, MODIFIED
TO A 1 }” DEPRESSION AT BACK OF
CURB.
STREET STREET WIDTH
CENTERLINE VARIES 3. PROVIDE APPROPRIATE STORM DRAINAGE
MEASURES TO ENSURE WATER DOES

NOT POND AT ANY POINT ALONG THE

VEHICULAR SURFACE CROSSWALK OR AT THE BASE
glRéAE/CE_hOINANE OF THE RAISED CROSSWALK.
—p TRAVEL LANE]
CENTERLINE 4. THE CROSSWALK SURFACE RUNNING

SLOPE AND CROSS SLOPE SHALL NOT
EXCEED THAT OF THE EXISTING
ROADWAY.

Y 5. STORM GRATES SHALL NOT BE
FACE OF CURB INSTALLED INTO THE TAPERS OR TABLE
PORTION OF THE RAISED CROSSWALK.

6. THIS DETAIL IS NOT PERMITTED FOR USE
ON NCDOT—MAINTAINED ROADWAYS.

10— ot t——10" MIN— | —————— 10— |
(OR MATCH WIDTH OF WALK
LEADING TO CROSSING)

PROP. APPROX. 4" OF ASPHALT
1 CONCRETE SURFACE COURSE, TYPE
T S9.5C AT AN AVERAGE RATE OF

Y 168 LBS. PER SY. YD. IN EACH
OF TWO LAYERS.

SECTION A—A NOT TO SCALE

e CITY OF CHARLOTTE

&I |LAND DEVELOPMENT STANDARDS RAISED CROSSWALK SO TR

\CHARLOTTE. 50.15[23)
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